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Euro Combi
219.2.1.05.01
Platform Trailer EC L9 BR ( Boom Recess)
     

Technical data 




Offer drawing: 219.1.1.05.03
Type: EC L9 PE5M


	Reference travel speed
	StVZO 

80 km/h
	25 – 80 km/h
	< 25 km/h
	10 km/h
	1 km/h

	Payload, approx.

      *)
	46.500 kg
	53.500 kg
	61 500 kg
	61 500 kg
	61 500 kg

	Dead weight, approx.
	13.500 kg
	13.500 kg
	13.500 kg
	13.500 kg
	13.500 kg

	Admissible gross weight
	60.000 kg
	67.000 kg
	75 000 kg
	75 000 kg
	75 000 kg

	Admissible axle load
	12.000 kg
	13.400 kg 
	15 000 kg
	15 000 kg
	15 000 kg

	Platform dimensions, L x W
	approx.  6.840 x 3.000 mm

	Coupling length
	approx.  6.000 mm

	Platform height, driving position
	approx.  1.185 mm (laden)

	Compensation stroke
	approx. 600 mm (+  375 mm, -225 mm)

	Platform height, lowered
	approx.     960 mm (laden)

	Ground clearance, deck
	approx. 230 mm (laden)

	Dimensions of boom recess, 
W X H
	approx. 820 - 1330 x 605 mm

	Lamellar coupling W X H
	1.350 x 450- 500 mm

	Number of wheel bogies, total
	10 units

	Number of wheel bogies, braked
	10 units

	Brake performance
	acc. to EC-Directive 71/320/EWG

	Tires
	20 x 285/70 R19,5 

	Type of steering / steering angle
	hydraulic-mechanic / max. ( 60°

	Ambient temperature
	approx. – 20 °C to + 45 °C


*) Indicated payload without accessories 
The multifunctional transportation system for payloads up to 5.000 tons
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